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GUARANTAPE ENDURANCE 
Adhesive Level 5 
 
PRODUCT OVERVIEW 
A very high performance double-sided tissue tape with both a high initial grab and a strong long 
lasting bond. 
 
NOT SUITABLE FOR EXTERIOR USE 
 
SIZES AVAILABLE 
Flush: 6mm, 9mm, 12mm, 18mm, 24mm   
Fingerlift: 6 on 12mm, 12 on 18mm, 18 on 24mm – approx. 3mm side margins 
Roll Lengths: 50m individual rolls 
 
BASE MATERIAL, LINER AND TAPE THICKNESS 
PRODUCT CONSTRUCTION 
Liner: 0.12mm siliconized release paper 
Carrier: 0.15mm 
Adhesive: Solvent Acrylic Acid Free 
 
STORAGE, APPLICATION AND SERVICE TEMPERATURE 
PERFORMANCE PROPERTIES 
180 degree peel adhesion Open 700 N/m Closed 700 N/m 
Shear adhesion 1kg @23⁰C 50 hrs 
Service temperature range:   -40⁰C to 140⁰C 
Recommended application temperature: 5⁰C to 25⁰C 
Shelf life: Recommended 12 months from supply. 
 
TYPICAL APPLICATIONS 
Assembly, packaging, very demanding print finishing. 
 
FOOD CONTACT INFORMATION 
Based on manufacturer information the components of the adhesive conform to the 
compositional requirements of F&DA 175.105 for indirect food contact. Additional to this 
compliance there should also be a functional barrier between adhesive and the food.  Such 
functional barrier and determination of suitability are the responsibility of the customer. 
 
The above information is given in good faith and for guidance only.  All data is based on average values.  The purchaser shall be 
responsible for determining the suitability for the actual use. 
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