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GUARANTAPE EXTREME TRAITHLON 
Adhesive Level 7 
 
PRODUCT OVERVIEW 
Extreme Triathlon is engineered for bonding a broad range of materials, from smooth to highly 
structured surfaces. Its polyester-based carrier ensures exceptional dimensional stability, 
allowing for clean die-cutting and converting, while also acting as a migration barrier between 
dissimilar materials. 
 
NOT FOR EXTERIOR USE 
 
SIZES AVAILABLE 
Flush: 12mm, 18mm, 24mm   
Roll Lengths: 50m individual rolls 
 
BASE MATERIAL, LINER AND TAPE THICKNESS 
PRODUCT CONSTRUCTION 
Liner: 90g yellow both sides siliconized release paper 
Adhesive: Transparent polyester film 23mic 
Total thickness: 0.22mm (excluding liner) 
 
STORAGE, APPLICATION AND SERVICE TEMPERATURE 
Property Condition/Substrate Performance 

Adhesion [N/25mm] Steel (AFERA 5001) 30 
 PMMA 25 
 Aluminium 28 
 PVC 21 
 Glass 26 
 PP 24 
 PE 13 

Cohesion [N/625mm] 20°C (AFERA 5012) 45 
 70°C 10 

Temperature Resistance Continuous -40°C to +140°C 
 Short Term Up to +220°C 
Shelf life: Recommended 12 months from supply. 
 
TYPICAL APPLICATIONS 
Manufacturing and engineering, signage, binding of metal and glass. 
The above information is given in good faith and for guidance only.  All data is based on average values.  The purchaser shall be 
responsible for determining the suitability for the actual use. 
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