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GUARANTAPE EXHIBITION FLOOR TAPE 
Adhesive Level 5 
 
PRODUCT OVERVIEW 
NEC approved exhibition floor tape specifically designed for temporary carpet installation direct to 
exhibition floors. It is easily peeled off carpet backing and exhibition venue floors. 
 
NOT SUITABLE FOR EXTERIOR USE 
 
SIZES AVAILABLE 
Flush: 50mm 
Roll Lengths: 50m individual rolls 
 
BASE MATERIAL, LINER AND TAPE THICKNESS 
PRODUCT CONSTRUCTION 
Liner: 80gsm brown two-sided silicone paper 
Carrier: blue printed semi-transparent LDPE 
Adhesive: Closed side clear, permanent synthetic rubber 
  Open side clear, removable acrylic 
Thickness liner: 70µ 
Thickness: 145µ 
 
STORAGE, APPLICATION AND SERVICE TEMPERATURE 
PERFORMANCE PROPERTIES 
Elongation:  280% 
Tensile strength: 17 N/cm 
180° peel  Open 2.5 N/cm 
   Closed 14 N/cm 
Static shear  Open >220 
   Closed > 120 
Rolling ball tack Open 2.5cm 
   Closed 2cm 
Performance temperature: -10℃ to 50℃ 
  
TYPICAL APPLICATIONS 
Exhibition hall floor marking, temporary booth & stall setup, cable management, event branding & 
layouts. We do not recommend using on marble or wooden floors, as well as floors that have been 
treated or varnished, as this may cause residual adhesive to remain on floor surface. 
 
 
The above information is given in good faith and for guidance only.  All data is based on average values.  The purchaser shall be 
responsible for determining the suitability for the actual use. 
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